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MH-96 15(45)A MH-96 30(100)A MH-96 50(150)A MH-96H 5(6)A

5 ËÅÑ¡¨Ó¹Ç¹àµ็Á (äÁ‹ÁÕ·È¹ÔÂÁ) 4 ËÅÑ¡¨Ó¹Ç¹àµ็Á + 1 ËÅÑ¡·È¹ÔÂÁ

3 à¿Ê 4 ÊÒÂ 3x220/380-230/400 âÇÅµ�

198/343 - 242/419 âÇÅµ�

15(45)A 30(100)A 50(150)A 5(6)A µ‹Í»ÃÐ¡Íº CT

0-55 C / 0-95 %RH

ÇÑÊ´Ø©¹Ç¹»‡Í§¡Ñ¹»ÃÐàÀ· 2 (äÁ‹µŒÍ§ÁÕ¢Ñ้Çµ‹ÍÅ§´Ô¹)

IP 51 Indoor use (ãªŒã¹ÍÒ¤ÒÃ)

50 Hz

Class 2

10-16 mm
2

25-50 mm
2

  2.5-10 mm
235-70 mm 2

MEATH-W-0619-L

4.00 kg. 4.50 kg. 3.00 kg.

MH-96, MH-96H
ÁÔàµÍÃ�ä¿¿‡Ò ª¹Ô´¨Ò¹ËÁØ¹ 3 à¿Ê

80 ÃÍº/Ë¹‹ÇÂ
(80 rev/kWh)

40 ÃÍº/Ë¹‹ÇÂ
(40 rev/kWh)

20 ÃÍº/Ë¹‹ÇÂ
(20 rev/kWh)

480 ÃÍº/Ë¹‹ÇÂ
(480 rev/kWh)

ÃËÑÊÃØ‹¹
Model Code

¡ÒÃáÊ´§¼Å
Display

ÃÐººä¿
Power System

ª‹Ç§áÃ§´Ñ¹ãªŒ§Ò¹
Operating Voltage
¡ÃÐáÊ¾Ô¡Ñ´
Rated Current

¤ÇÒÁ¶Õ่ÍŒÒ§ÍÔ§
Reference Frequency
ª‹Ç§ÍØ³ËÀÙÁÔ / ¤ÇÒÁª×้¹
Temperature / Humidity

¤ÇÒÁáÁ‹¹ÂÓ¡ÒÃÇÑ´
Accuracy
¤‹Ò¤ÇÒÁàÃ็ÇÃÍº
Meter Constant

¡ÒÃÊÔ้¹à»Å×Í§¡ÓÅÑ§ä¿¿‡Ò
Power Burden

¤‹Ò¡ÃÐáÊàÃÔ่ÁµŒ¹·Ó§Ò¹
Starting Current
¡ÒÃ·¹µ‹Í¡ÃÐáÊà¡Ô¹
Over Current

ÃÐ´Ñº¡ÒÃ»‡Í§¡Ñ¹¹้ÓáÅÐ½Ø†¹
Enclosure Protection
¢¹Ò´ÃÙ¢Í§¢Ñ้Çµ‹ÍÊÒÂä¿
Terminal bore diameter
¢¹Ò´¢Í§ÊÒÂä¿
Applicable Conductors

µÓáË¹‹§à¨ÒÐÃÙ (ÁÁ.)
Drilling point (mm.)

¡ÒÃ·¹µ‹ÍáÃ§´Ñ¹ÍÔÁ¾ÑÅÅ�
Impulse Voltage

¢¹Ò´áÅÐÁÔµÔ (ÁÁ.)
Dimension (mm.)

ÁÒµÃ°Ò¹
Standard

¤‹Ò¾ÅÑ§§Ò¹ä¿¿‡Ò (Ë¹‹ÇÂ)
Energy (kWh)

ÇÑÊ´ØµÑÇ¶Ñ§
Base

¹้ÓË¹Ñ¡
Weight

¨Ø´ÂÖ´
Fix Point

ÁÍ¡. 2336-2552, IEC 62052-11, IEC 62053-11

ÅÙ¡ÅŒÍµÑÇàÅ¢ (Register)

¹ŒÍÂ¡Ç‹Ò 2 W / 10 VA

75 mA 150 mA 250 mA 15 mA

54 A (µ‹Íà¹×่Í§ 30 ¹Ò·Õ) 120 A (µ‹Íà¹×่Í§ 30 ¹Ò·Õ) 180 A (µ‹Íà¹×่Í§ 30 ¹Ò·Õ) 7.2 A (µ‹Íà¹×่Í§ 30 ¹Ò·Õ)

6 kV

5.5 mm.8 mm. 11.2 mm.

3 ¨Ø´

9.2 mm.
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